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Self-supporting communication
 cable A-02YS(St)(Zg)2Y St III Bd

conductor material: bare copper 
conductor construction: solid 
insulation: foam-skin 
stranding: bunched star-quads 
screen: foil 
reinforcing element: in outer sheath embedded glass yarns 
sheathing material: polyethylene 
flame retardant: no 
max. operating temperature,
fixed:

-20 - +70 °C

temperature, moved/during
installation:

-20 - +70 °C

bending radius, fixed
installation:

5 x DA

insulation resistance: 1000 MOhmxkm
coupling K1: 900 pF
couplinh K9-12: 500 pF

A-02YS(St)(Zg)2Y - 0,6 mm A-02YS(St)(Zg)2Y - 0,5 mm
operating capacity: 40 nF/km 40 nF/km
loop resistance: 130 Ohm/km 130 Ohm/km
nominal voltage U: 225 V 225 V

Application: Self-supporting cables are preferably used for telecommunication installations. They are disigned for self
supporting aerial outdoor installations up to a supprt distance of 50 m, but, as an exceneption, they may be buried in
earth over short distances.If necessary, they have to be protected mechanically.

The products and information presented here are for technical calculation only. They are subject to technical progress and in no way represent the
ability of shipment. Outer diameters are approximately.

Table: Technical characteristics A-02YS(St)(Zg)2Y - 0,6 mm
p/n part name DA.

[mm]
Cu.

[kg/km]
G.

[kg/km]
110259 A-02YS(St)(Zg)2Y 30X2X0,6

SW 19,5 172 390

Table: Technical characteristics A-02YS(St)(Zg)2Y - 0,5 mm
p/n part name DA.

[mm]
Fzp.
[N]

Cu.
[kg/km]

G.
[kg/km]

110445 A-02YS(St)(Zg)2Y 02X2X0,5
SW 9 3000 10 60

110446 A-02YS(St)(Zg)2Y 04X2X0,5
SW 11 4000 17 100
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p/n part name DA.
[mm]

Fzp.
[N]

Cu.
[kg/km]

G.
[kg/km]

110422 A-02YS(St)(Zg)2Y 06X2X0,5
SW 12 4500 28 115

110447 A-02YS(St)(Zg)2Y 10X2X0,5
SW 13 5200 43 145

110593 A-02YS(St)(Zg)2Y 20X2X0,5
SW 16 7000 83 220

110632 A-02YS(St)(Zg)2Y 30X2X0,5
SW 17 122 285

110608 A-02YS(St)(Zg)2Y 50X2X0,5
SW 21 7500 201 420

DA outer diameter

Fzp tensile strength (permanent)

Cu copper weight (ger)

G weight


